Wuhan Timing Weiye Technology Co.,Ltd

Tel: +86-27-87171172 +86-27-65525691

Fax: +86-27-87171172

Email: sales@tmcut.com & exportsales@tmlaser.com.cn

Website: www.tmcut.com & www.tmlaser.com.cn & www.timingcutter.com

Address: Room C-306, Ding Ye Building, Block 3, Intl.Enterprises Center Ill,

No.1,0ptic Valley Avenue,East Lake Hi-Tech District, Wuhan, Hubei , China
Post code:430074
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FAR&#1/Tech Data

Cutting Height

6cm / 9cm (after vac-sorb)

A=
:l\/tk;gde\s TX-1825 TX-2025 TX-2033 TX-2225 TX-2233
RAHESE 6cm / 9cm (RFIFS)

HEEN
Cutting Window

KE (FBRH)

length (no limitation)

BE (FTBIZEMNREER)
width (no wider than the fabric width)

TEBE (Y)

1800 2000 2200
Working Width (v) mm/2000mm/2200mm
IR (X) 2500mm/3300
Normal Working Length (X) mm/ i
IR A REX)
Normal Pick Up Table Length (X) PRy SOC0RIm
TFEE =1H380V, 50~60Hz
Electricity Three phase 380V, 50~60Hz
=S EERERE 18KW &5
Power Consumption 18KW max

CAD& CAM 3HEH =,
CAD& CAM Connect way

LIRS/ URIME
Ethernet communication / USB Flash memory

B L TMIEHXER

Max Speed of Blade Working 6000RPM
SERE 0.55Mpa 160L/9>h
Compressed Air 0.55Mpa 160L/min
BRRE 60000mm/4> %k
Max Cutting Speed 60000mm/min
mRE

Acceleration 1~12g (N/ Kg)
IREHE

Noise Level < 72 dbA

o HKIRMIEIN T sh TS

Cutter vibration set with dynamic balance device

o WEEET]
Sand belt sharpener

o BEJJENENEE
Auto-adjust grinding pressure

o ETIENEEEDT
Adjustable knife grinding speed

o HRAFHBSEGLCM/IcmBlik

Max cutting height up to 6¢cm/9cm optional

o BT ETEERAIER6000RPM

Max speed of blade working at 6000RPM

o BIRSRESR
Vacuum on when feed

o JIE8HE °

Intelligent knives

FrandE R Features

o EF—ARINERIT, 12/0\8F. S40°FRERSIBXTZ
Integrated frame design, process by 540°high temperature stress annealing process at 12 hours.

o MBZEERNIEEEMTERSER, AREIERIIGUAILT, RIETZEEE, B 7 EEtEeSREsS TIFRM
The track mounting surface and the support surface of the bristle feeding mechanism, both process by the large CNC gantry milling machine, it
ensures the accuracy in installation and improves the stability of the drive components in the state of high-speed motion.

o XYHERFIREROUNRIEED, BN TS ETFIRE
The XY axis adopts precision gear rack drive, which increases the accuracy and stability.

o BMR—AKRAFR, SRELWEMXMEFEMRE, SEESIERIIGRIIL, B8 7 REEmENE
One-piece open mold beam, high-strength industrial aluminum extrusion molding, high-precision CNC gantry milling machine, improved stability and
beauty.

o EXRANTIREN, RS TNENTEMRERED, BIEE T SRS EII80

The filter structure of vacuum pump improves the safety and lifetime of the air pump; It also reduces the environmental impact of cutting beds
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